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Aclean 400 is a specially formulated neutralizer & cleaner for use on any type of metal. It contains mild corrosion inhibitors for carbon steels and is usually applied after cleaning with Gardoclean S5070.
It is applied by hand spray, bath dip method or using steam jet & high pressure cleaning systems.

Aclean 400 does not attack plastics and is the ideal agent for light cleaning & degreasing of metal parts, chassis, vehicle bodies, engines etc.  Aclean 400 has proven itself to be particularly suitable for cleaning after machining operations, such as cutting, drilling, milling & grinding. It is also used to produce a good clean finish after the use of Antox products, such as Antox 75E. 

Aclean Neutral Cleaner 400  
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This is supplied, in a 1kg spray bottle ready for use, to neutralize and clean the surface of stainless steel parts after the removal of weld burn using the Isojet machine. The work piece is sprayed with Aclean Neutral Cleaner 400 to remove excess Isol-N & any remaining oxide particles, and then rinsed with water.

Aclean Neutral Cleaner 400 has also been used in swimming pools and leisure centres to clean & maintain Stainless steel handrails and fittings, street furniture, bins, benches, seats & urinals.
Gardoclean S5071 is the concentrate of Aclean 400 & is available in 5kg containers. It must be used at 10% dilution to neutralise Isol-N.
Environmental & Work protection
Aclean 400 is non-toxic, but used solutions may contain a varying amount of oil.  Please note the hazard information on the product label and on the separate MSDS. Adhere to the instructions given by the authorities pertaining to surface and ground water protection.

CM service

With this revision all previous issues become invalid. The information is given to the best of our knowledge and belief and meet the experience gained in practice and in the laboratory up to the date of print. Nevertheless, they can only be considered as reference values without obligation, which have to be adapted to individual requirements. Due to the fact that the application of our products is beyond our control, our liability is limited to the perfect standard quality of the product at the time of delivery. Consequential damage can only be accepted if the assured properties of the product have been agreed to in writing prior to its use.
