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ACLEAN 118
Application Sheet
Aclean 118 is a specially formulated low acid cleaner for steel, aluminium and stainless steel. It can be used to remove rust spots & oxide scale on Steel parts, tarnish on Copper & Nickel alloys and for Citric Passivation in preference to Nitric Acid solutions. Aclean 118 has been used for cleaning rail carriages, goods vehicles and aluminium alloy wheels. 
Stainless Steels - Aclean 118 is used for passivation & cleaning in a ratio of 1:1 with cold water.  The solution can then be circulated through pipe-work, painted or sprayed on to surfaces. Cleaning time is normally between 5-20 minutes depending on the level of soiling.
Steels - For the removal of oxide scales and rust spots on carbon steel, Aclean 118 should be used undiluted for best results. On completion the processed surface is rinsed with clean water. Carbon steel should be rinsed with Mainclean, which contains corrosion inhibiters, for further protection against corrosion. (See separate instructions for use)
Aluminium & its alloys - Aclean 118 will remove dirt & marks without dulling the surface. Paint or spray undiluted onto the area requiring cleaning and leave for 5-10 minutes. The use of a soft bristle brush or scouring pad may assist in the cleaning.

Copper & Nickel Alloys - Use dilute Aclean 118 to remove tarnish, surface dirt and grease. 

Environmental & Work protection
Aclean 118 is non-toxic but used solutions may contain a varying amount of oil.  Please note the hazard information on the product label and on the separate MSDS. Adhere to the instructions given by the authorities pertaining to surface and ground water protection.

CM service

With this revision, all previous issues become invalid.  The information is given to the best of our knowledge and belief and meet the experience gained in practice and in the laboratory up to the date of print.  Nevertheless, they can only be considered as reference values without obligation, which have to be adapted to individual requirements.  Due to the fact that the application of our products is beyond our control, our liability is limited to the perfect standard quality of the product at the time of delivery.  Consequential damage can only be accepted if the assured properties of the product have been agreed to in writing prior to its use.
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Pipe-work & Tanks Passivated in-situ
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Aluminium Plates & Roof panels after Cleaning
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Carbon Steel fabrications cleaned using Aclean 118 and rinsed using a pressure washer dosed with Mainclean
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